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• 	Suction accumulator with or without heat exchanger
• 	Sealed or replaceable core suction filter with 
	 vibration eliminator
• 	Oil separator c/w oil return solenoid valve
• 	Sealed or replaceable core liquid line filter drier 
• 	Liquid line solenoid valve w/ 115 and 230 volt coils  
	 (shipped loose)
• 	Ball valve (shipped loose)
• 	Compressor circuit breaker
• 	Compressor time delay relay

• 	Pump down toggle switch 
• 	Time clock 
• 	Defrost contactor with fuse block
• 	Evaporator fan contactor with fuse block
• 	Fused disconnect
• 	Phase / voltage monitor
• 	Water valve (shipped loose)
• 	Marine duty (cupro-nickel) condenser
• 	Additional options available, please consult factory.

TWZ - CONDENSING UNITSNOMENCLATURE

Application Range
M = Medium and High Temp. 	
L 	 = Low Temp.
 

Refrigerant*
8 = R407A, R407C, R448A, R449A, R404A, R507

Enclosure
I	 =	 Indoor	

Compressor Manufacturer
A =	 Copeland

Nominal HP
007 - 170 = 3/4 -17 HP 

Model Series	
TW = Water Cooled Condensing Unit Line

Design Generation
A = Latest Catalog Series	

Voltage*
S2 = 208/230-1-60 	 T3 = 208/230-3-60	
		  T4 = 460-3-60	
	  	 T5 = 575-3-60

		

* subject to compressor availability	

  TW   Z   A   075   M  8  -  I    T4    A

Compressor Type
Z = Scroll

STANDARD FEATURES

AVAILABLE OPTIONS

• 	Compatible with low GWP Refrigerants
• 	Spring mounted, accessible semi-hermetic compressors
• 	Rubber mounted, scroll compressors
• 	Liquid injection (low temperature models)
• 	Copper tubing secured with Hydra-Zorb / Cush-A-Clamp
• 	Shell and tube water cooled condenser with fusible plug or 		
	 pressure relief valve and liquid shut off valve
• 	Adjustable dual high / low pressure control

• 	CoreSenseTM on all applicable models
• 	Suction service valve
• 	Flex hose on all controls
• 	Time delay relay for compressor
• 	Unit leak tested and shipped with helium holding charge
• 	Hinged access panel electrical control box with compressor 		
	 contactor and fused control circuit
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For models TWZA007M8-061M8 or TWZA008L6/8-100L6/8

Package B:
 	 + Sealed Liquid Line Filter Drier & Sight Glass

Package N:  
       + Sealed Liquid Line Filter Drier & Sight Glass       
       + Suction Accumulator w/o Heat Exchanger
  

Package P: 
 	 + Sealed Liquid Line Filter Drier & Sight Glass
        + Suction Accumulator w/o Heat Exchanger
  	 + Sealed Suction Filter 
  	 + Non-Fused Disconnect

GOOD

BEST

BETTER

For information on Evaporator Defrost Kits and Fuse Packages, visit www.t-rp.com/dfk  

PRE-SELECTED FACTORY MOUNTED 
OPTION PACKAGES

TWZ - CONDENSING UNITS

Medium / High Temperature Models TWZA 007M through 061M
Low Temperature Models TWZA 008L through 100L

For models TWZA070M8-150M8 or TWZA130L6/8-170L6/8

Package B:
 	 + Replaceable Liquid Line Filter Drier & Sight Glass

Package N:  
      + Replaceable Liquid Line Filter Drier & Sight Glass       
       + Suction Accumulator w/o Heat Exchanger
  

Package P: 
 	 + Replaceable Liquid Line Filter Drier & Sight Glass
        + Suction Accumulator w/o Heat Exchanger
  	 + Replaceable Suction Filter 
  	 + Non-Fused Disconnect

GOOD

BEST

BETTER

Medium / High Temperature Models TWZA 070M through 150M
Low Temperature Models TWZA 130L through 170L
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Capacity Rating Conditions: Entering Water = 85°F (29.4°C), Condensing = 105°F (43.3°C), Subcooling = 6°F (3.3°C) 

Model
TWZA

Saturated 
Suction 

Temp.
Selection Capacity

° F ° C BTU/h GPM PSIG

TWZA007M8
 
Compressor 
Model
ZB06KAE

45 7.2 11700 3.0 2.5
40 4.4 10700 2.6 1.9
35 1.7 9670 2.3 1.5
30 -1.1 8760 2.0 1.1
25 -3.9 7920 1.8 0.9
20 -6.7 7150 1.6 0.7
15 -9.4 6440 1.5 0.6
10 -12.2 5800 1.3 0.4

5 -15.0 5210 1.2 0.4
0 -17.8 4670 1.1 0.3

TWZA008M8
 
Compressor 
Model
ZB07KAE

45 7.2 14100 4.2 5.1
40 4.4 12800 3.6 3.7
35 1.7 11600 3.1 2.8
30 -1.1 10500 2.7 2.1
25 -3.9 9520 2.4 1.6
20 -6.7 8590 2.1 1.2
15 -9.4 7740 1.9 1.0
10 -12.2 6960 1.7 0.8

5 -15.0 6240 1.5 0.6
0 -17.8 5600 1.4 0.5

TWZA009M8
 
Compressor 
Model
ZB08KAE

45 7.2 16500 3.2 1.5
40 4.4 15000 2.8 1.2
35 1.7 13600 2.6 1.0
30 -1.1 12300 2.3 0.8
25 -3.9 11100 2.1 0.7
20 -6.7 10000 1.9 0.6
15 -9.4 9040 1.7 0.5
10 -12.2 8130 1.5 0.4

5 -15.0 7290 1.4 0.3
0 -17.8 6540 1.3 0.3

TWZA010M8
 
Compressor 
Model
ZS09KAE

45 7.2 18500 3.7 2.1
40 4.4 16800 3.3 1.7
35 1.7 15300 3.0 1.4
30 -1.1 13800 2.7 1.1
25 -3.9 12500 2.4 0.9
20 -6.7 11300 2.2 0.7
15 -9.4 10100 1.9 0.6
10 -12.2 9110 1.7 0.5

5 -15.0 8170 1.6 0.4
0 -17.8 7310 1.4 0.3

TWZA011M8
 
Compressor 
Model
ZS11KAE

45 7.2 21800 4.9 3.4
40 4.4 19800 4.3 2.7
35 1.7 18000 3.8 2.1
30 -1.1 16300 3.4 1.7
25 -3.9 14700 3.0 1.4
20 -6.7 13300 2.7 1.1
15 -9.4 12000 2.4 0.9
10 -12.2 10800 2.2 0.8

5 -15.0 9670 2.0 0.6
0 -17.8 8660 1.8 0.5

TWZA015M8
 
Compressor 
Model
ZS13KAE

45 7.2 25100 6.3 5.4
40 4.4 22800 5.4 4.2
35 1.7 20700 4.7 3.2
30 -1.1 18800 4.2 2.6
25 -3.9 17000 3.7 2.0
20 -6.7 15300 3.3 1.6
15 -9.4 13800 2.9 1.3
10 -12.2 12400 2.6 1.1

5 -15.0 11200 2.3 0.9
0 -17.8 9990 2.1 0.7

TWZA020M8
 
Compressor 
Model
ZS15KAE

45 7.2 30900 7.1 5.4
40 4.4 28100 6.2 4.2
35 1.7 25600 5.5 3.3
30 -1.1 23200 4.9 2.6
25 -3.9 21000 4.4 2.1
20 -6.7 19000 3.9 1.7
15 -9.4 17200 3.5 1.4
10 -12.2 15500 3.1 1.1

5 -15.0 13900 2.8 0.9
0 -17.8 12500 2.5 0.7

Model
TWZA

Saturated 
Suction 

Temp.
Selection Capacity

° F ° C BTU/h GPM PSIG

TWZA025M8
 
Compressor 
Model
ZS19KAE

45 7.2 34400 8.8 8.1
40 4.4 31400 7.7 6.2
35 1.7 28600 6.7 4.8
30 -1.1 26000 5.9 3.7
25 -3.9 23600 5.2 3.0
20 -6.7 21400 4.6 2.3
15 -9.4 19300 4.1 1.9
10 -12.2 17400 3.7 1.5

5 -15.0 15700 3.3 1.2
0 -17.8 14000 2.9 1.0

TWZA030M8
 
Compressor 
Model
ZS21KAE

45 7.2 48200 8.7 2.8
40 4.4 44000 7.8 2.3
35 1.7 40000 7.0 1.9
30 -1.1 36300 6.3 1.5
25 -3.9 33000 5.7 1.3
20 -6.7 29800 5.2 1.0
15 -9.4 27000 4.7 0.9
10 -12.2 24300 4.3 0.7

5 -15.0 21800 3.9 0.6
0 -17.8 19600 3.5 0.5

TWZA035M8
 
Compressor 
Model
ZS26KAE

45 7.2 49400 9.0 3.0
40 4.4 45100 8.1 2.4
35 1.7 41000 7.3 2.0
30 -1.1 37300 6.6 1.6
25 -3.9 33800 5.9 1.3
20 -6.7 30600 5.4 1.1
15 -9.4 27600 4.9 0.9
10 -12.2 24900 4.4 0.8

5 -15.0 22400 4.0 0.6
0 -17.8 20000 3.6 0.5

TWZA040M8
 
Compressor 
Model
ZS29KAE

45 7.2 55600 10.7 4.2
40 4.4 50700 9.6 3.4
35 1.7 46200 8.6 2.7
30 -1.1 42000 7.7 2.2
25 -3.9 38100 6.9 1.8
20 -6.7 34500 6.2 1.5
15 -9.4 31200 5.6 1.2
10 -12.2 28200 5.1 1.0

5 -15.0 25300 4.6 0.8
0 -17.8 22700 4.2 0.7

TWZA045M8
 
Compressor 
Model
ZS33KAE

45 7.2 62800 13.1 6.2
40 4.4 57300 11.6 4.9
35 1.7 52200 10.3 3.9
30 -1.1 47400 9.2 3.1
25 -3.9 43000 8.2 2.5
20 -6.7 39000 7.4 2.0
15 -9.4 35200 6.6 1.7
10 -12.2 31800 6.0 1.4

5 -15.0 28600 5.4 1.1
0 -17.8 25600 4.9 0.9

TWZA050M8
 
Compressor 
Model
ZB38KCE

45 7.2 72600 17.2 10.4
40 4.4 66100 14.9 7.9
35 1.7 60200 13.1 6.2
30 -1.1 54700 11.6 4.9
25 -3.9 49600 10.3 3.9
20 -6.7 44900 9.1 3.1
15 -9.4 40600 8.2 2.5
10 -12.2 36600 7.3 2.0

5 -15.0 33000 6.6 1.6
0 -17.8 29600 5.9 1.3

TWZA060M8
 
Compressor 
Model
ZB45KCE

45 7.2 86500 23.1 1.4
40 4.4 78800 20.2 1.1
35 1.7 71600 17.8 0.8
30 -1.1 65000 15.7 0.7
25 -3.9 59000 14.0 0.5
20 -6.7 53400 12.5 0.4
15 -9.4 48300 11.2 0.3
10 -12.2 43500 10.0 0.3

5 -15.0 39200 8.9 0.2
0 -17.8 35200 8.0 0.2

SELECTION CAPACITY DATA - SCROLL MODELS TWZ - CONDENSING UNITS

  R404A  R507  High/Medium Temperature SCROLL Models

table continues in next column ⭎

Model
TWZA

Saturated 
Suction 

Temp.
Selection Capacity

° F ° C BTU/h GPM PSIG

TWZA061M8
 
Compressor 
Model
ZB48KCE

45 7.2 95300 27.8 1.9
40 4.4 86800 24.0 1.5
35 1.7 79000 21.0 1.1
30 -1.1 71800 18.5 0.9
25 -3.9 65200 16.3 0.7
20 -6.7 59000 14.5 0.6
15 -9.4 53400 12.9 0.5
10 -12.2 48200 11.5 0.4

5 -15.0 43400 10.3 0.3
0 -17.8 38900 9.2 0.2

TWZA070M8
 
Compressor 
Model
ZB57KCE

45 7.2 108300 36.9 3.3
40 4.4 98800 31.3 2.4
35 1.7 90000 26.9 1.8
30 -1.1 81800 23.3 1.4
25 -3.9 74300 20.4 1.1
20 -6.7 67300 17.9 0.8
15 -9.4 60900 15.8 0.7
10 -12.2 55000 14.0 0.5

5 -15.0 49600 12.4 0.4
0 -17.8 44500 11.0 0.3

TWZA076M8
 
Compressor 
Model
ZB66K5E

45 7.2 130700 34.0 2.0
40 4.4 119200 29.6 1.5
35 1.7 108600 25.9 1.2
30 -1.1 98800 22.9 0.9
25 -3.9 89700 20.3 0.7
20 -6.7 81300 18.1 0.6
15 -9.4 73500 16.2 0.5
10 -12.2 66200 14.5 0.4

5 -15.0 59500 13.0 0.3
0 -17.8 53300 11.6 0.3

TWZA085M8
 
Compressor 
Model
ZB76K5E

45 7.2 151300 45.7 3.5
40 4.4 137900 39.1 2.6
35 1.7 125500 33.7 1.9
30 -1.1 114100 29.4 1.5
25 -3.9 103600 25.8 1.2
20 -6.7 93900 22.8 0.9
15 -9.4 84900 20.2 0.7
10 -12.2 76600 18.0 0.6

5 -15.0 68900 16.1 0.5
0 -17.8 61800 14.4 0.4

TWZA110M8
 
Compressor 
Model
ZB95K5E

45 7.2 186900 47.4 1.7
40 4.4 170700 41.5 1.3
35 1.7 155600 36.6 1.0
30 -1.1 141600 32.4 0.8
25 -3.9 128600 28.8 0.7
20 -6.7 116400 25.7 0.5
15 -9.4 105200 23.0 0.4
10 -12.2 94600 20.6 0.4

5 -15.0 84800 18.5 0.3
0 -17.8 75500 16.6 0.2

TWZA150M8
 
Compressor 
Model
ZB114K5

45 7.2 224200 68.0 3.4
40 4.4 204800 58.3 2.5
35 1.7 186700 50.4 1.9
30 -1.1 169800 44.0 1.5
25 -3.9 154000 38.6 1.2
20 -6.7 139400 34.0 0.9
15 -9.4 125700 30.1 0.7
10 -12.2 113000 26.8 0.6

5 -15.0 101100 23.8 0.5
0 -17.8 90000 21.3 0.4

table continues in next column ⭎

- Outside Operating Range     
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Capacity Rating Conditions: Entering Water = 85°F (29.4°C), Condensing = 110°F (43.3°C), Subcooling = 6°F (3.3°C) 

Model
TWZA

Saturated 
Suction 

Temp.
Selection Capacity

° F ° C BTU/h GPM PSIG

TWZA007M8
 
Compressor 
Model
ZB06KAE

45 7.2 11500 3.7 4.0
40 4.4 10400 3.0 2.6
35 1.7 9320 2.5 1.7
30 -1.1 8370 2.1 1.2
25 -3.9 7500 1.8 0.9
20 -6.7 6710 1.6 0.7
15 -9.4 6000 1.4 0.5
10 -12.2 5350 1.2 0.4

5 -15.0 4760 1.1 0.3
0 -17.8 4230 1.0 0.2

TWZA008M8
 
Compressor 
Model
ZB07KAE

45 7.2 13800 6.6 13.3
40 4.4 12500 5.0 7.5
35 1.7 11200 3.9 4.5
30 -1.1 10100 3.2 2.8
25 -3.9 9040 2.6 1.9
20 -6.7 8080 2.2 1.3
15 -9.4 7220 1.9 1.0
10 -12.2 6440 1.6 0.7

5 -15.0 5730 1.4 0.5
0 -17.8 5090 1.3 0.4

TWZA009M8
 
Compressor 
Model
ZB08KAE

45 7.2 16200 3.4 1.8
40 4.4 14600 3.0 1.4
35 1.7 13100 2.6 1.0
30 -1.1 11800 2.3 0.8
25 -3.9 10600 2.0 0.7
20 -6.7 9450 1.8 0.5
15 -9.4 8440 1.6 0.4
10 -12.2 7520 1.4 0.3

5 -15.0 6690 1.2 0.3
0 -17.8 5950 1.1 0.2

TWZA010M8
 
Compressor 
Model
ZS09KAE

45 7.2 18100 4.2 2.6
40 4.4 16300 3.6 1.9
35 1.7 14700 3.1 1.5
30 -1.1 13200 2.7 1.1
25 -3.9 11800 2.3 0.9
20 -6.7 10600 2.1 0.7
15 -9.4 9410 1.8 0.5
10 -12.2 8380 1.6 0.4

5 -15.0 7450 1.4 0.3
0 -17.8 6620 1.3 0.3

TWZA011M8
 
Compressor 
Model
ZS11KAE

45 7.2 21400 6.3 5.4
40 4.4 19300 5.1 3.7
35 1.7 17400 4.2 2.6
30 -1.1 15600 3.6 1.9
25 -3.9 14000 3.1 1.4
20 -6.7 12500 2.7 1.1
15 -9.4 11200 2.3 0.9
10 -12.2 9950 2.1 0.7

5 -15.0 8850 1.8 0.5
0 -17.8 7860 1.6 0.4

TWZA015M8
 
Compressor 
Model
ZS13KAE

45 7.2 24600 9.3 11.3
40 4.4 22200 7.3 7.2
35 1.7 20000 5.8 4.8
30 -1.1 18000 4.8 3.3
25 -3.9 16100 4.0 2.4
20 -6.7 14400 3.4 1.7
15 -9.4 12900 2.9 1.3
10 -12.2 11500 2.5 1.0

5 -15.0 10200 2.2 0.8
0 -17.8 9100 2.0 0.6

TWZA020M8
 
Compressor 
Model
ZS15KAE

45 7.2 30300 9.4 9.1
40 4.4 27400 7.6 6.2
35 1.7 24700 6.3 4.3
30 -1.1 22300 5.3 3.1
25 -3.9 20000 4.6 2.3
20 -6.7 18000 4.0 1.7
15 -9.4 16100 3.5 1.3
10 -12.2 14400 3.0 1.0

5 -15.0 12800 2.7 0.8
0 -17.8 11400 2.4 0.6

Model
TWZA

Saturated 
Suction 

Temp.
Selection Capacity

° F ° C BTU/h GPM PSIG

TWZA025M8
 
Compressor 
Model
ZS19KAE

45 7.2 - - -
40 4.4 30700 10.6 11.6
35 1.7 27600 8.4 7.4
30 -1.1 24900 6.8 5.0
25 -3.9 22300 5.7 3.5
20 -6.7 20000 4.8 2.5
15 -9.4 17900 4.1 1.9
10 -12.2 15900 3.6 1.4

5 -15.0 14200 3.1 1.1
0 -17.8 12600 2.7 0.8

TWZA030M8
 
Compressor 
Model
ZS21KAE

45 7.2 47600 9.9 3.6
40 4.4 43000 8.5 2.7
35 1.7 38800 7.4 2.0
30 -1.1 35000 6.5 1.6
25 -3.9 31400 5.7 1.2
20 -6.7 28200 5.0 1.0
15 -9.4 25200 4.5 0.8
10 -12.2 22500 4.0 0.6

5 -15.0 20100 3.5 0.5
0 -17.8 17800 3.1 0.4

TWZA035M8
 
Compressor 
Model
ZS26KAE

45 7.2 48800 10.4 3.9
40 4.4 44100 8.9 2.9
35 1.7 39800 7.7 2.2
30 -1.1 35900 6.7 1.7
25 -3.9 32200 5.9 1.3
20 -6.7 28900 5.2 1.1
15 -9.4 25900 4.6 0.8
10 -12.2 23100 4.1 0.7

5 -15.0 20600 3.6 0.5
0 -17.8 18300 3.2 0.4

TWZA040M8
 
Compressor 
Model
ZS29KAE

45 7.2 55000 13.3 6.4
40 4.4 49700 11.1 4.5
35 1.7 44900 9.5 3.3
30 -1.1 40500 8.2 2.5
25 -3.9 36400 7.1 1.9
20 -6.7 32600 6.2 1.5
15 -9.4 29200 5.5 1.2
10 -12.2 26100 4.8 0.9

5 -15.0 23200 4.3 0.7
0 -17.8 20600 3.8 0.6

TWZA045M8
 
Compressor 
Model
ZS33KAE

45 7.2 62100 18.2 11.6
40 4.4 56200 14.8 7.8
35 1.7 50700 12.2 5.4
30 -1.1 45700 10.3 3.9
25 -3.9 41100 8.8 2.9
20 -6.7 36900 7.6 2.2
15 -9.4 33000 6.6 1.7
10 -12.2 29500 5.8 1.3

5 -15.0 26300 5.1 1.0
0 -17.8 23400 4.5 0.8

TWZA050M8
 
Compressor 
Model
ZB38KCE

45 7.2 - - -
40 4.4 64700 21.7 16.3
35 1.7 58400 17.3 10.6
30 -1.1 52600 14.1 7.2
25 -3.9 47300 11.8 5.0
20 -6.7 42400 9.9 3.6
15 -9.4 38000 8.5 2.7
10 -12.2 33900 7.4 2.1

5 -15.0 30300 6.5 1.6
0 -17.8 26900 5.7 1.2

TWZA060M8
 
Compressor 
Model
ZB45KCE

45 7.2 85200 29.6 2.2
40 4.4 77000 23.6 1.4
35 1.7 69400 19.4 1.0
30 -1.1 62500 16.2 0.7
25 -3.9 56100 13.9 0.5
20 -6.7 50300 12.0 0.4
15 -9.4 45100 10.5 0.3
10 -12.2 40200 9.2 0.2

5 -15.0 35900 8.1 0.2
0 -17.8 31900 7.1 0.2

SELECTION CAPACITY DATA - SCROLL MODELS TWZ - CONDENSING UNITS

  R407AR407A High/Medium Temperature SCROLL Models

Above ratings are based on mean temperature. To convert to dew point ratings, use 0.95 multplier.

table continues in next column ⭎

Model
TWZA

Saturated 
Suction 

Temp.
Selection Capacity

° F ° C BTU/h GPM PSIG

TWZA061M8
 
Compressor 
Model
ZB48KCE

45 7.2 94000 40.0 3.9
40 4.4 85000 31.0 2.4
35 1.7 76700 24.7 1.6
30 -1.1 69100 20.2 1.1
25 -3.9 62200 16.9 0.8
20 -6.7 55800 14.3 0.6
15 -9.4 50000 12.4 0.4
10 -12.2 44700 10.8 0.3

5 -15.0 39900 9.4 0.3
0 -17.8 35500 8.3 0.2

TWZA070M8
 
Compressor 
Model
ZB57KCE

45 7.2 107000 64.7 9.7
40 4.4 96900 48.1 5.5
35 1.7 87500 36.6 3.3
30 -1.1 78900 28.6 2.1
25 -3.9 71000 22.9 1.3
20 -6.7 63800 18.8 0.9
15 -9.4 57200 15.8 0.7
10 -12.2 51200 13.5 0.5

5 -15.0 45700 11.7 0.4
0 -17.8 40700 10.1 0.3

TWZA076M8
 
Compressor 
Model
ZB66K5E

45 7.2 123500 43.1 3.1
40 4.4 112900 35.1 2.1
35 1.7 102700 28.9 1.5
30 -1.1 92900 24.1 1.0
25 -3.9 83500 20.4 0.7
20 -6.7 74600 17.4 0.6
15 -9.4 66300 15.0 0.4
10 -12.2 58600 13.0 0.3

5 -15.0 51500 11.3 0.2
0 -17.8 45100 9.9 0.2

TWZA085M8
 
Compressor 
Model
ZB76K5E

45 7.2 149700 80.1 10.0
40 4.4 134100 57.9 5.4
35 1.7 120200 43.7 3.2
30 -1.1 108000 34.4 2.0
25 -3.9 97200 28.0 1.4
20 -6.7 87500 23.5 1.0
15 -9.4 78700 20.1 0.7
10 -12.2 70600 17.4 0.6

5 -15.0 63000 15.2 0.4
0 -17.8 55600 13.3 0.3

TWZA110M8
 
Compressor 
Model
ZB95K5E

45 7.2 180700 61.4 2.8
40 4.4 165000 50.2 1.9
35 1.7 150000 41.5 1.3
30 -1.1 135500 34.8 1.0
25 -3.9 121700 29.5 0.7
20 -6.7 108700 25.3 0.5
15 -9.4 96400 21.9 0.4
10 -12.2 84900 19.0 0.3

5 -15.0 74300 16.6 0.2
0 -17.8 64700 14.5 0.2

TWZA150M8
 
Compressor 
Model
ZB114K5

45 7.2 216400 109.3 8.4
40 4.4 197700 84.9 5.2
35 1.7 179700 66.6 3.3
30 -1.1 162300 53.0 2.1
25 -3.9 145600 42.9 1.4
20 -6.7 129800 35.3 1.0
15 -9.4 115000 29.5 0.7
10 -12.2 101200 25.1 0.5

5 -15.0 88400 21.6 0.4
0 -17.8 76900 18.7 0.3

table continues in next column ⭎

- Outside Operating Range     



T40-TWZ-PDS 29/07/22- 6 -

Capacity Rating Conditions: Entering Water = 85°F (29.4°C), Condensing = 110°F (43.3°C), Subcooling = 6°F (3.3°C) 

Model
TWZA

Saturated 
Suction 

Temp.
Selection Capacity

° F ° C BTU/h GPM PSIG

TWZA007M8
 
Compressor 
Model
ZB06KAE

45 7.2 11000 3.3 3.1
40 4.4 9920 2.7 2.0
35 1.7 8920 2.3 1.4
30 -1.1 8000 1.9 1.0
25 -3.9 7160 1.7 0.7
20 -6.7 6400 1.5 0.6
15 -9.4 5710 1.3 0.4
10 -12.2 5080 1.1 0.3

5 -15.0 4520 1.0 0.3

TWZA008M8
 
Compressor 
Model
ZB07KAE

45 7.2 13200 5.6 9.3
40 4.4 11900 4.3 5.5
35 1.7 10700 3.5 3.4
30 -1.1 9640 2.8 2.2
25 -3.9 8630 2.3 1.5
20 -6.7 7710 2.0 1.1
15 -9.4 6870 1.7 0.8
10 -12.2 6110 1.5 0.6

5 -15.0 5420 1.3 0.5

TWZA009M8
 
Compressor 
Model
ZB08KAE

45 7.2 15500 3.1 1.5
40 4.4 13900 2.7 1.2
35 1.7 12500 2.4 0.9
30 -1.1 11200 2.1 0.7
25 -3.9 10100 1.9 0.6
20 -6.7 8990 1.7 0.5
15 -9.4 8020 1.5 0.4
10 -12.2 7140 1.3 0.3

5 -15.0 6350 1.2 0.2

TWZA010M8
 
Compressor 
Model
ZS09KAE

45 7.2 17300 3.8 2.2
40 4.4 15600 3.3 1.6
35 1.7 14000 2.8 1.2
30 -1.1 12600 2.5 1.0
25 -3.9 11300 2.2 0.8
20 -6.7 10100 1.9 0.6
15 -9.4 8980 1.7 0.5
10 -12.2 7990 1.5 0.4

5 -15.0 7110 1.3 0.3

TWZA011M8
 
Compressor 
Model
ZS11KAE

45 7.2 20400 5.5 4.3
40 4.4 18400 4.5 3.0
35 1.7 16500 3.8 2.1
30 -1.1 14800 3.2 1.6
25 -3.9 13300 2.8 1.2
20 -6.7 11900 2.4 0.9
15 -9.4 10600 2.1 0.7
10 -12.2 9420 1.9 0.6

5 -15.0 8370 1.7 0.5

TWZA015M8
 
Compressor 
Model
ZS13KAE

45 7.2 23400 7.9 8.4
40 4.4 21100 6.3 5.5
35 1.7 19000 5.1 3.7
30 -1.1 17100 4.2 2.6
25 -3.9 15300 3.6 1.9
20 -6.7 13700 3.1 1.5
15 -9.4 12200 2.7 1.1
10 -12.2 10900 2.3 0.9

5 -15.0 9700 2.1 0.7

TWZA020M8
 
Compressor 
Model
ZS15KAE

45 7.2 29000 8.5 7.6
40 4.4 26200 6.9 5.1
35 1.7 23600 5.7 3.6
30 -1.1 21200 4.9 2.6
25 -3.9 19100 4.2 1.9
20 -6.7 17100 3.6 1.4
15 -9.4 15200 3.2 1.1
10 -12.2 13600 2.8 0.9

5 -15.0 12100 2.5 0.7

Model
TWZA

Saturated 
Suction 

Temp.
Selection Capacity

° F ° C BTU/h GPM PSIG

TWZA025M8
 
Compressor 
Model
ZS19KAE

45 7.2 32300 11.6 13.8
40 4.4 29200 9.1 8.7
35 1.7 26300 7.3 5.7
30 -1.1 23600 6.0 3.9
25 -3.9 21200 5.1 2.8
20 -6.7 19000 4.3 2.1
15 -9.4 17000 3.8 1.6
10 -12.2 15100 3.3 1.2

5 -15.0 13500 2.9 0.9

TWZA030M8
 
Compressor 
Model
ZS21KAE

45 7.2 45800 9.2 3.1
40 4.4 41300 7.9 2.3
35 1.7 37200 6.9 1.8
30 -1.1 33500 6.0 1.4
25 -3.9 30000 5.3 1.1
20 -6.7 26900 4.7 0.9
15 -9.4 24100 4.2 0.7
10 -12.2 21500 3.7 0.5

5 -15.0 19100 3.3 0.4

TWZA035M8
 
Compressor 
Model
ZS26KAE

45 7.2 47000 9.6 3.4
40 4.4 42400 8.3 2.5
35 1.7 38200 7.2 1.9
30 -1.1 34300 6.3 1.5
25 -3.9 30800 5.5 1.2
20 -6.7 27600 4.9 0.9
15 -9.4 24600 4.3 0.7
10 -12.2 22000 3.8 0.6

5 -15.0 19600 3.4 0.5

TWZA040M8
 
Compressor 
Model
ZS29KAE

45 7.2 53000 12.2 5.4
40 4.4 47900 10.3 3.9
35 1.7 43100 8.8 2.8
30 -1.1 38800 7.6 2.1
25 -3.9 34800 6.6 1.6
20 -6.7 31200 5.8 1.3
15 -9.4 27900 5.1 1.0
10 -12.2 24900 4.5 0.8

5 -15.0 22100 4.0 0.6

TWZA045M8
 
Compressor 
Model
ZS33KAE

45 7.2 63000 18.3 11.8
40 4.4 57100 14.9 7.9
35 1.7 51600 12.3 5.5
30 -1.1 46600 10.4 3.9
25 -3.9 42000 8.9 2.9
20 -6.7 37700 7.7 2.2
15 -9.4 33900 6.7 1.7
10 -12.2 30300 5.9 1.3

5 -15.0 27100 5.2 1.0

TWZA050M8
 
Compressor 
Model
ZB38KCE

45 7.2 - - -
40 4.4 62000 18.8 12.4
35 1.7 55900 15.2 8.2
30 -1.1 50300 12.5 5.7
25 -3.9 45200 10.5 4.0
20 -6.7 40500 9.0 3.0
15 -9.4 36200 7.8 2.2
10 -12.2 32300 6.8 1.7

5 -15.0 28800 5.9 1.3

TWZA060M8
 
Compressor 
Model
ZB45KCE

45 7.2 81800 26.2 1.7
40 4.4 73800 21.1 1.2
35 1.7 66500 17.5 0.8
30 -1.1 59800 14.8 0.6
25 -3.9 53600 12.7 0.4
20 -6.7 48000 11.1 0.3
15 -9.4 42900 9.7 0.3
10 -12.2 38300 8.5 0.2

5 -15.0 34100 7.5 0.2

SELECTION CAPACITY DATA - SCROLL MODELS TWZ - CONDENSING UNITS

  R407C  High/Medium Temperature SCROLL Models

Above ratings are based on mean temperature. To convert to dew point ratings, use 0.95 multplier.

table continues in next column ⭎

Model
TWZA

Saturated 
Suction 

Temp.
Selection Capacity

° F ° C BTU/h GPM PSIG

TWZA061M8
 
Compressor 
Model
ZB48KCE

45 7.2 90200 35.3 3.1
40 4.4 81500 27.6 1.9
35 1.7 73500 22.2 1.3
30 -1.1 66100 18.3 0.9
25 -3.9 59400 15.4 0.6
20 -6.7 53200 13.2 0.5
15 -9.4 47600 11.5 0.4
10 -12.2 42500 10.0 0.3

5 -15.0 - - -

TWZA070M8
 
Compressor 
Model
ZB57KCE

45 7.2 102800 55.0 7.1
40 4.4 92900 41.3 4.1
35 1.7 83800 31.8 2.5
30 -1.1 75400 25.1 1.6
25 -3.9 67800 20.4 1.1
20 -6.7 60800 16.9 0.8
15 -9.4 54500 14.4 0.6
10 -12.2 48700 12.3 0.4

5 -15.0 - - -

TWZA076M8
 
Compressor 
Model
ZB66K5E

45 7.2 124500 41.2 2.8
40 4.4 112300 32.7 1.8
35 1.7 101200 26.6 1.2
30 -1.1 90800 22.1 0.9
25 -3.9 81400 18.8 0.6
20 -6.7 72700 16.1 0.5
15 -9.4 64700 14.0 0.4
10 -12.2 57400 12.2 0.3

5 -15.0 50700 10.7 0.2

TWZA085M8
 
Compressor 
Model
ZB76K5E

45 7.2 145600 69.0 7.5
40 4.4 131600 52.1 4.4
35 1.7 118700 40.4 2.7
30 -1.1 106800 32.2 1.8
25 -3.9 95900 26.4 1.2
20 -6.7 85900 22.1 0.9
15 -9.4 76800 18.8 0.6
10 -12.2 68500 16.3 0.5

5 -15.0 60900 14.2 0.4

TWZA110M8
 
Compressor 
Model
ZB95K5E

45 7.2 180300 56.7 2.4
40 4.4 162200 45.0 1.6
35 1.7 145500 36.8 1.1
30 -1.1 130100 30.7 0.8
25 -3.9 115900 26.1 0.6
20 -6.7 102900 22.4 0.4
15 -9.4 91000 19.5 0.3
10 -12.2 80100 17.0 0.2

5 -15.0 70200 14.9 0.2

TWZA150M8
 
Compressor 
Model
ZB114K5

45 7.2 209500 93.7 6.2
40 4.4 189100 71.1 3.7
35 1.7 170200 55.4 2.3
30 -1.1 152800 44.4 1.5
25 -3.9 136800 36.5 1.0
20 -6.7 122000 30.6 0.7
15 -9.4 108500 26.2 0.6
10 -12.2 96200 22.7 0.4

5 -15.0 - - -

table continues in next column ⭎

- Outside Operating Range     



T40-TWZ-PDS 29/07/22- 7 -

Capacity Rating Conditions: Entering Water = 85°F (29.4°C), Condensing = 110°F (43.3°C), Subcooling = 6°F (3.3°C) 

Model
TWZA

Saturated 
Suction 

Temp.
Selection Capacity

° F ° C BTU/h GPM PSIG

TWZA007M8
 
Compressor 
Model
ZB06KAE

45 7.2 11700 3.9 4.4
40 4.4 10500 3.1 2.8
35 1.7 9480 2.6 1.9
30 -1.1 8530 2.2 1.3
25 -3.9 7660 1.9 1.0
20 -6.7 6860 1.6 0.7
15 -9.4 6140 1.4 0.5
10 -12.2 5490 1.3 0.4

5 -15.0 4890 1.1 0.3
0 -17.8 4350 1.0 0.3

TWZA008M8
 
Compressor 
Model
ZB07KAE

45 7.2 14100 7.0 15.0
40 4.4 12700 5.3 8.4
35 1.7 11400 4.1 5.0
30 -1.1 10300 3.3 3.1
25 -3.9 9210 2.7 2.1
20 -6.7 8250 2.3 1.5
15 -9.4 7380 2.0 1.0
10 -12.2 6600 1.7 0.8

5 -15.0 5880 1.5 0.6
0 -17.8 5230 1.3 0.5

TWZA009M8
 
Compressor 
Model
ZB08KAE

45 7.2 16400 3.6 1.9
40 4.4 14800 3.1 1.4
35 1.7 13300 2.7 1.1
30 -1.1 12000 2.3 0.9
25 -3.9 10800 2.1 0.7
20 -6.7 9640 1.8 0.6
15 -9.4 8620 1.6 0.4
10 -12.2 7700 1.5 0.4

5 -15.0 6870 1.3 0.3
0 -17.8 6120 1.2 0.2

TWZA010M8
 
Compressor 
Model
ZS09KAE

45 7.2 18300 4.4 2.8
40 4.4 16500 3.7 2.0
35 1.7 14900 3.2 1.5
30 -1.1 13400 2.8 1.2
25 -3.9 12000 2.4 0.9
20 -6.7 10800 2.1 0.7
15 -9.4 9640 1.9 0.6
10 -12.2 8610 1.7 0.5

5 -15.0 7670 1.5 0.4
0 -17.8 6820 1.3 0.3

TWZA011M8
 
Compressor 
Model
ZS11KAE

45 7.2 21700 6.5 5.9
40 4.4 19600 5.3 4.0
35 1.7 17600 4.4 2.8
30 -1.1 15900 3.7 2.0
25 -3.9 14200 3.2 1.5
20 -6.7 12700 2.8 1.2
15 -9.4 11400 2.4 0.9
10 -12.2 10200 2.1 0.7

5 -15.0 9040 1.9 0.6
0 -17.8 8050 1.7 0.5

TWZA015M8
 
Compressor 
Model
ZS13KAE

45 7.2 24800 9.6 12.0
40 4.4 22400 7.5 7.7
35 1.7 20200 6.0 5.1
30 -1.1 18200 5.0 3.5
25 -3.9 16400 4.1 2.5
20 -6.7 14700 3.5 1.9
15 -9.4 13100 3.0 1.4
10 -12.2 11700 2.6 1.1

5 -15.0 10500 2.3 0.9
0 -17.8 9320 2.1 0.7

TWZA020M8
 
Compressor 
Model
ZS15KAE

45 7.2 30500 10.0 10.4
40 4.4 27700 8.0 6.8
35 1.7 25000 6.6 4.7
30 -1.1 22600 5.5 3.3
25 -3.9 20300 4.7 2.4
20 -6.7 18200 4.1 1.8
15 -9.4 16400 3.5 1.4
10 -12.2 14600 3.1 1.1

5 -15.0 13100 2.8 0.9
0 -17.8 11600 2.4 0.7

Model
TWZA

Saturated 
Suction 

Temp.
Selection Capacity

° F ° C BTU/h GPM PSIG

TWZA025M8
 
Compressor 
Model
ZS19KAE

45 7.2 - - -
40 4.4 30900 10.9 12.3
35 1.7 27900 8.7 7.9
30 -1.1 25200 7.1 5.3
25 -3.9 22600 5.9 3.7
20 -6.7 20300 5.0 2.7
15 -9.4 18200 4.3 2.0
10 -12.2 16300 3.7 1.5

5 -15.0 14500 3.2 1.2
0 -17.8 12900 2.9 0.9

TWZA030M8
 
Compressor 
Model
ZS21KAE

45 7.2 48200 10.1 3.8
40 4.4 43600 8.7 2.8
35 1.7 39400 7.6 2.2
30 -1.1 35500 6.6 1.7
25 -3.9 32000 5.9 1.3
20 -6.7 28700 5.2 1.0
15 -9.4 25700 4.6 0.8
10 -12.2 23000 4.1 0.7

5 -15.0 20600 3.7 0.5
0 -17.8 18300 3.2 0.4

TWZA035M8
 
Compressor 
Model
ZS26KAE

45 7.2 49300 10.7 4.2
40 4.4 44600 9.1 3.1
35 1.7 40300 7.9 2.3
30 -1.1 36400 6.9 1.8
25 -3.9 32800 6.1 1.4
20 -6.7 29400 5.4 1.1
15 -9.4 26400 4.8 0.9
10 -12.2 23600 4.3 0.7

5 -15.0 21100 3.8 0.6
0 -17.8 18700 3.4 0.5

TWZA040M8
 
Compressor 
Model
ZS29KAE

45 7.2 55600 13.6 6.7
40 4.4 50400 11.4 4.7
35 1.7 45600 9.7 3.5
30 -1.1 41200 8.3 2.6
25 -3.9 37100 7.3 2.0
20 -6.7 33300 6.4 1.5
15 -9.4 29900 5.6 1.2
10 -12.2 26700 5.0 1.0

5 -15.0 23800 4.4 0.8
0 -17.8 21200 3.9 0.6

TWZA045M8
 
Compressor 
Model
ZS33KAE

45 7.2 62500 18.4 11.8
40 4.4 56600 15.0 8.0
35 1.7 51200 12.4 5.6
30 -1.1 46300 10.5 4.0
25 -3.9 41700 9.0 3.0
20 -6.7 37500 7.8 2.3
15 -9.4 33600 6.8 1.7
10 -12.2 30100 6.0 1.4

5 -15.0 26800 5.3 1.1
0 -17.8 23900 4.7 0.8

TWZA050M8
 
Compressor 
Model
ZB38KCE

45 7.2 - - -
40 4.4 65500 22.3 17.2
35 1.7 59200 17.8 11.1
30 -1.1 53400 14.5 7.5
25 -3.9 48100 12.1 5.3
20 -6.7 43200 10.2 3.8
15 -9.4 38700 8.8 2.9
10 -12.2 34700 7.6 2.2

5 -15.0 31000 6.7 1.7
0 -17.8 27600 5.9 1.3

TWZA060M8
 
Compressor 
Model
ZB45KCE

45 7.2 86200 30.7 2.4
40 4.4 78000 24.5 1.5
35 1.7 70400 20.0 1.0
30 -1.1 63400 16.8 0.7
25 -3.9 57100 14.3 0.6
20 -6.7 51200 12.4 0.4
15 -9.4 45900 10.8 0.3
10 -12.2 41100 9.5 0.3

5 -15.0 36700 8.4 0.2
0 -17.8 32700 7.4 0.2

SELECTION CAPACITY DATA - SCROLL MODELS TWZ - CONDENSING UNITS

  R448AR448A R449AR449A   High/Medium Temperature SCROLL Models

Above ratings are based on mean temperature. To convert to dew point ratings, use 0.95 multplier.

table continues in next column ⭎

Model
TWZA

Saturated 
Suction 

Temp.
Selection Capacity

° F ° C BTU/h GPM PSIG

TWZA061M8
 
Compressor 
Model
ZB48KCE

45 7.2 95000 41.7 4.2
40 4.4 86000 32.3 2.6
35 1.7 77800 25.7 1.7
30 -1.1 70200 20.9 1.1
25 -3.9 63200 17.5 0.8
20 -6.7 56800 14.9 0.6
15 -9.4 50900 12.8 0.4
10 -12.2 45600 11.2 0.3

5 -15.0 40700 9.8 0.3
0 -17.8 36300 8.6 0.2

TWZA070M8
 
Compressor 
Model
ZB57KCE

45 7.2 108200 67.8 10.6
40 4.4 98100 50.4 6.0
35 1.7 88700 38.3 3.6
30 -1.1 80100 29.9 2.2
25 -3.9 72100 23.9 1.5
20 -6.7 64900 19.6 1.0
15 -9.4 58200 16.5 0.7
10 -12.2 52200 14.0 0.5

5 -15.0 46700 12.1 0.4
0 -17.8 41600 10.6 0.3

TWZA076M8
 
Compressor 
Model
ZB66K5E

45 7.2 127300 46.3 3.5
40 4.4 115300 36.4 2.2
35 1.7 104100 29.4 1.5
30 -1.1 93700 24.2 1.0
25 -3.9 84100 20.4 0.7
20 -6.7 75100 17.4 0.6
15 -9.4 66800 15.0 0.4
10 -12.2 59000 13.0 0.3

5 -15.0 51800 11.3 0.2
0 -17.8 44900 9.8 0.2

TWZA085M8
 
Compressor 
Model
ZB76K5E

45 7.2 144700 71.3 8.0
40 4.4 131300 54.4 4.8
35 1.7 119000 42.6 3.0
30 -1.1 107600 34.1 2.0
25 -3.9 97100 27.9 1.4
20 -6.7 87200 23.3 1.0
15 -9.4 78000 19.8 0.7
10 -12.2 69300 16.9 0.5

5 -15.0 61000 14.6 0.4
0 -17.8 52900 12.5 0.3

TWZA110M8
 
Compressor 
Model
ZB95K5E

45 7.2 186200 64.5 3.1
40 4.4 168000 51.0 2.0
35 1.7 151100 41.3 1.3
30 -1.1 135400 34.3 0.9
25 -3.9 120900 29.0 0.7
20 -6.7 107500 24.8 0.5
15 -9.4 95100 21.5 0.4
10 -12.2 83600 18.7 0.3

5 -15.0 72900 16.3 0.2
0 -17.8 62900 14.2 0.2

TWZA150M8
 
Compressor 
Model
ZB114K5

45 7.2 219300 112.1 8.8
40 4.4 198400 84.4 5.1
35 1.7 178900 65.1 3.1
30 -1.1 160700 51.5 2.0
25 -3.9 143800 41.7 1.3
20 -6.7 128000 34.5 0.9
15 -9.4 113200 29.1 0.7
10 -12.2 99200 24.8 0.5

5 -15.0 86000 21.2 0.4
0 -17.8 73300 18.2 0.3

table continues in next column ⭎

- Outside Operating Range     



T40-TWZ-PDS 29/07/22- 8 -

Capacity Rating Conditions: Entering Water = 85°F (29.4°C), Condensing = 105°F (43.3°C), Subcooling = 6°F (3.3°C) 

Model
TWZA

Saturated 
Suction 

Temp.
Selection Capacity

° F ° C BTU/h GPM PSIG

TWZA008L8
 
Compressor 
Model
ZF03KAE

0 -17.8 5210 1.3 0.4
-5 -20.6 4610 1.2 0.3

-10 -23.3 4080 1.0 0.3
-15 -26.1 3610 0.9 0.2
-20 -28.9 3200 0.8 0.2
-25 -31.7 2850 0.8 0.1
-30 -34.4 2540 0.7 0.1
-35 -37.2 2270 0.6 0.1
-40 -40.0 2040 0.6 0.1

TWZA010L8
 
Compressor 
Model
ZF04KAE

0 -17.8 7190 1.9 1.0
-5 -20.6 6350 1.7 0.8

-10 -23.3 5600 1.5 0.6
-15 -26.1 4920 1.3 0.5
-20 -28.9 4310 1.2 0.4
-25 -31.7 3780 1.1 0.3
-30 -34.4 3320 1.0 0.2
-35 -37.2 2930 0.9 0.2
-40 -40.0 2620 0.8 0.2

TWZA015L8
 
Compressor 
Model
ZF05KAE

0 -17.8 8600 2.5 1.8
-5 -20.6 7670 2.2 1.4

-10 -23.3 6810 2.0 1.0
-15 -26.1 6020 1.7 0.8
-20 -28.9 5300 1.5 0.6
-25 -31.7 4650 1.4 0.5
-30 -34.4 4070 1.2 0.4
-35 -37.2 3560 1.1 0.3
-40 -40.0 3130 1.0 0.2

TWZA020L8
 
Compressor 
Model
ZF07KAE

0 -17.8 13400 3.2 1.5
-5 -20.6 12000 2.8 1.2

-10 -23.3 10700 2.5 1.0
-15 -26.1 9470 2.2 0.8
-20 -28.9 8400 2.0 0.7
-25 -31.7 7410 1.8 0.5
-30 -34.4 6500 1.6 0.4
-35 -37.2 5620 1.4 0.3
-40 -40.0 4780 1.3 0.3

TWZA025L8
 
Compressor 
Model
ZF08K4E

0 -17.8 14700 3.6 2.0
-5 -20.6 13100 3.2 1.6

-10 -23.3 11700 2.8 1.2
-15 -26.1 10500 2.5 1.0
-20 -28.9 9310 2.2 0.8
-25 -31.7 8250 2.0 0.6
-30 -34.4 7290 1.8 0.5
-35 -37.2 6400 1.6 0.4
-40 -40.0 5590 1.4 0.3

TWZA030L8
 
Compressor 
Model
ZF09K4E

0 -17.8 16300 4.2 2.6
-5 -20.6 14600 3.7 2.0

-10 -23.3 13100 3.3 1.6
-15 -26.1 11700 2.9 1.3
-20 -28.9 10400 2.6 1.0
-25 -31.7 9200 2.3 0.8
-30 -34.4 8110 2.0 0.7
-35 -37.2 7120 1.8 0.5
-40 -40.0 6190 1.6 0.4

TWZA035L8
 
Compressor 
Model
ZF11K4E

0 -17.8 20200 5.0 2.7
-5 -20.6 18100 4.4 2.1

-10 -23.3 16200 3.9 1.7
-15 -26.1 14500 3.5 1.3
-20 -28.9 12900 3.1 1.1
-25 -31.7 11400 2.7 0.9
-30 -34.4 10100 2.4 0.7
-35 -37.2 8820 2.2 0.5
-40 -40.0 7650 1.9 0.4

Model
TWZA

Saturated 
Suction 

Temp.
Selection Capacity

° F ° C BTU/h GPM PSIG

TWZA045L8
 
Compressor 
Model
ZF13K4E

0 -17.8 24000 6.6 4.6
-5 -20.6 21500 5.7 3.5

-10 -23.3 19200 5.0 2.7
-15 -26.1 17200 4.4 2.1
-20 -28.9 15300 3.9 1.7
-25 -31.7 13500 3.5 1.3
-30 -34.4 11900 3.1 1.1
-35 -37.2 10500 2.7 0.8
-40 -40.0 9090 2.4 0.7

TWZA055L8
 
Compressor 
Model
ZF15K4E

0 -17.8 29500 5.9 1.3
-5 -20.6 26400 5.3 1.1

-10 -23.3 23600 4.7 0.9
-15 -26.1 21100 4.3 0.7
-20 -28.9 18800 3.8 0.6
-25 -31.7 16600 3.5 0.5
-30 -34.4 14700 3.1 0.4
-35 -37.2 12900 2.8 0.3
-40 -40.0 11200 2.6 0.3

TWZA060L8
 
Compressor 
Model
ZF18K4E

0 -17.8 35300 7.3 2.0
-5 -20.6 31600 6.5 1.6

-10 -23.3 28300 5.8 1.3
-15 -26.1 25200 5.2 1.1
-20 -28.9 22400 4.7 0.9
-25 -31.7 19900 4.2 0.7
-30 -34.4 17500 3.8 0.6
-35 -37.2 15400 3.4 0.5
-40 -40.0 13400 3.0 0.4

TWZA075L8
 
Compressor 
Model
ZF25K4E

0 -17.8 44400 10.1 3.8
-5 -20.6 39800 8.9 2.9

-10 -23.3 35700 7.9 2.3
-15 -26.1 31800 7.0 1.9
-20 -28.9 28400 6.3 1.5
-25 -31.7 25200 5.6 1.2
-30 -34.4 22200 5.0 1.0
-35 -37.2 19500 4.5 0.8
-40 -40.0 17000 4.0 0.6

TWZA085L8
 
Compressor 
Model
ZF28K4E

0 -17.8 51800 13.8 0.5
-5 -20.6 46500 12.2 0.4

-10 -23.3 41600 10.8 0.3
-15 -26.1 37100 9.5 0.3
-20 -28.9 33000 8.4 0.2
-25 -31.7 29200 7.4 0.2
-30 -34.4 25800 6.6 0.1
-35 -37.2 22600 5.8 0.1
-40 -40.0 19700 5.1 0.1

TWZA100L8
 
Compressor 
Model
ZF34K5E

0 -17.8 58400 16.0 0.7
-5 -20.6 52600 14.1 0.5

-10 -23.3 47200 12.5 0.4
-15 -26.1 42200 11.0 0.3
-20 -28.9 37600 9.8 0.3
-25 -31.7 33400 8.7 0.2
-30 -34.4 29400 7.7 0.2
-35 -37.2 25700 6.8 0.1
-40 -40.0 22200 6.0 0.1

TWZA130L8
 
Compressor 
Model
ZF41K5E

0 -17.8 72200 22.7 1.3
-5 -20.6 65100 19.7 1.0

-10 -23.3 58600 17.2 0.8
-15 -26.1 52600 15.1 0.6
-20 -28.9 47000 13.4 0.5
-25 -31.7 41900 11.8 0.4
-30 -34.4 37100 10.4 0.3
-35 -37.2 32600 9.2 0.2
-40 -40.0 28400 8.1 0.2

SELECTION CAPACITY DATA - SCROLL MODELS TWZ - CONDENSING UNITS

  R404A  R507  Low Temperature SCROLL Models

table continues in next column ⭎
- Outside Operating Range     

Model
TWZA

Saturated 
Suction 

Temp.
Selection Capacity

° F ° C BTU/h GPM PSIG

TWZA150L8
 
Compressor 
Model
ZF49K5E

0 -17.8 87600 23.0 0.9
-5 -20.6 78800 20.2 0.7

-10 -23.3 70700 17.8 0.6
-15 -26.1 63200 15.7 0.5
-20 -28.9 56400 14.0 0.4
-25 -31.7 50100 12.5 0.3
-30 -34.4 44300 11.1 0.2
-35 -37.2 39000 9.9 0.2
-40 -40.0 34100 8.9 0.2

TWZA170L8
 
Compressor 
Model
ZF54K5E

0 -17.8 100000 29.9 1.5
-5 -20.6 89600 25.7 1.2

-10 -23.3 80100 22.2 0.9
-15 -26.1 71400 19.4 0.7
-20 -28.9 63600 17.0 0.5
-25 -31.7 56400 15.0 0.4
-30 -34.4 49900 13.2 0.3
-35 -37.2 44000 11.7 0.3
-40 -40.0 38600 10.4 0.2

table continues in next column ⭎



T40-TWZ-PDS 29/07/22- 9 -

Capacity Rating Conditions: Entering Water = 85°F (29.4°C), Condensing = 105°F (43.3°C), Subcooling = 6°F (3.3°C) 

SELECTION CAPACITY DATA - SCROLL MODELS TWZ - CONDENSING UNITS

  R448AR448A R449AR449A   Low Temperature SCROLL Models

table continues in next column ⭎
Above ratings are based on mean temperature. To convert to dew point ratings, use 0.95 multplier.
- Outside Operating Range     

Model
TWZA

Saturated 
Suction 

Temp.
Selection Capacity

° F ° C BTU/h GPM PSIG

TWZA008L8
 
Compressor 
Model
ZF03KAE

0 -17.8 4820 1.6 0.7
-5 -20.6 4270 1.4 0.5

-10 -23.3 3780 1.2 0.4
-15 -26.1 3350 1.1 0.3
-20 -28.9 2970 1.0 0.2
-25 -31.7 2640 0.9 0.2
-30 -34.4 2350 0.8 0.2
-35 -37.2 2090 0.8 0.1
-40 -40.0 1860 0.7 0.1

TWZA010L8
 
Compressor 
Model
ZF04KAE

0 -17.8 6780 2.8 2.2
-5 -20.6 5970 2.3 1.5

-10 -23.3 5230 1.9 1.0
-15 -26.1 4560 1.6 0.7
-20 -28.9 3970 1.4 0.5
-25 -31.7 3450 1.2 0.4
-30 -34.4 3010 1.1 0.3
-35 -37.2 2630 1.0 0.3
-40 -40.0 2320 0.9 0.2

TWZA015L8
 
Compressor 
Model
ZF05KAE

0 -17.8 8020 4.3 5.4
-5 -20.6 7080 3.4 3.3

-10 -23.3 6210 2.8 2.2
-15 -26.1 5430 2.3 1.5
-20 -28.9 4720 2.0 1.1
-25 -31.7 4090 1.7 0.8
-30 -34.4 3540 1.5 0.6
-35 -37.2 3070 1.3 0.5
-40 -40.0 2680 1.2 0.4

TWZA020L8
 
Compressor 
Model
ZF07KAE

0 -17.8 12400 4.5 2.9
-5 -20.6 11000 3.8 2.1

-10 -23.3 9740 3.2 1.6
-15 -26.1 8630 2.8 1.2
-20 -28.9 7630 2.4 0.9
-25 -31.7 6730 2.2 0.7
-30 -34.4 5900 1.9 0.6
-35 -37.2 5130 1.7 0.5
-40 -40.0 4410 1.5 0.4

TWZA025L8
 
Compressor 
Model
ZF08K4E

0 -17.8 14100 6.1 5.2
-5 -20.6 12500 4.9 3.5

-10 -23.3 11100 4.1 2.4
-15 -26.1 9770 3.4 1.7
-20 -28.9 8610 2.9 1.3
-25 -31.7 7560 2.5 1.0
-30 -34.4 6610 2.1 0.7
-35 -37.2 5760 1.9 0.6
-40 -40.0 4990 1.6 0.4

TWZA030L8
 
Compressor 
Model
ZF09K4E

0 -17.8 15500 7.9 8.3
-5 -20.6 13800 6.2 5.3

-10 -23.3 12300 5.0 3.6
-15 -26.1 10900 4.1 2.5
-20 -28.9 9590 3.5 1.8
-25 -31.7 8460 3.0 1.3
-30 -34.4 7420 2.5 1.0
-35 -37.2 6480 2.2 0.8
-40 -40.0 5610 1.9 0.6

TWZA035L8
 
Compressor 
Model
ZF11K4E

0 -17.8 19200 8.5 7.6
-5 -20.6 17100 6.8 5.0

-10 -23.3 15200 5.6 3.4
-15 -26.1 13400 4.7 2.4
-20 -28.9 11900 4.0 1.8
-25 -31.7 10500 3.5 1.3
-30 -34.4 9170 3.0 1.0
-35 -37.2 8010 2.6 0.8
-40 -40.0 6940 2.2 0.6

Model
TWZA

Saturated 
Suction 

Temp.
Selection Capacity

° F ° C BTU/h GPM PSIG

TWZA045L8
 
Compressor 
Model
ZF13K4E

0 -17.8 22700 13.9 19.6
-5 -20.6 20200 10.6 11.7

-10 -23.3 18000 8.4 7.3
-15 -26.1 15900 6.7 4.8
-20 -28.9 14000 5.5 3.3
-25 -31.7 12400 4.6 2.3
-30 -34.4 10900 3.9 1.7
-35 -37.2 9460 3.3 1.2
-40 -40.0 8190 2.9 0.9

TWZA055L8
 
Compressor 
Model
ZF15K4E

0 -17.8 27900 7.9 2.3
-5 -20.6 24800 6.8 1.8

-10 -23.3 22000 6.0 1.4
-15 -26.1 19500 5.2 1.1
-20 -28.9 17200 4.6 0.8
-25 -31.7 15200 4.0 0.6
-30 -34.4 13300 3.5 0.5
-35 -37.2 11600 3.1 0.4
-40 -40.0 10000 2.7 0.3

TWZA060L8
 
Compressor 
Model
ZF18K4E

0 -17.8 33300 10.6 4.1
-5 -20.6 29600 9.0 3.0

-10 -23.3 26300 7.7 2.2
-15 -26.1 23300 6.6 1.6
-20 -28.9 20500 5.7 1.3
-25 -31.7 18000 5.0 1.0
-30 -34.4 15800 4.4 0.7
-35 -37.2 13800 3.8 0.6
-40 -40.0 11900 3.3 0.4

TWZA075L8
 
Compressor 
Model
ZF25K4E

0 -17.8 42100 18.0 11.4
-5 -20.6 37500 14.4 7.4

-10 -23.3 33300 11.7 5.0
-15 -26.1 29500 9.8 3.5
-20 -28.9 26000 8.3 2.5
-25 -31.7 22900 7.1 1.9
-30 -34.4 20100 6.1 1.4
-35 -37.2 17500 5.3 1.1
-40 -40.0 15200 4.6 0.8

TWZA085L8
 
Compressor 
Model
ZF28K4E

0 -17.8 49200 19.7 1.0
-5 -20.6 43800 16.2 0.7

-10 -23.3 38900 13.7 0.5
-15 -26.1 34400 11.7 0.4
-20 -28.9 30400 10.0 0.3
-25 -31.7 26700 8.7 0.2
-30 -34.4 23300 7.5 0.2
-35 -37.2 20200 6.5 0.1
-40 -40.0 17400 5.6 0.1

TWZA100L8
 
Compressor 
Model
ZF34K5E

0 -17.8 59500 30.4 2.3
-5 -20.6 53200 24.4 1.5

-10 -23.3 47100 19.8 1.0
-15 -26.1 41500 16.3 0.7
-20 -28.9 36300 13.7 0.5
-25 -31.7 31700 11.6 0.4
-30 -34.4 27500 9.9 0.3
-35 -37.2 24000 8.6 0.2
-40 -40.0 21000 7.6 0.2

TWZA130L8
 
Compressor 
Model
ZF41K5E

0 -17.8 71300 56.6 7.5
-5 -20.6 63800 43.0 4.5

-10 -23.3 56800 32.9 2.7
-15 -26.1 50100 25.7 1.7
-20 -28.9 44100 20.4 1.1
-25 -31.7 38600 16.6 0.7
-30 -34.4 33700 13.9 0.5
-35 -37.2 29500 11.8 0.4
-40 -40.0 26100 10.3 0.3

Model
TWZA

Saturated 
Suction 

Temp.
Selection Capacity

° F ° C BTU/h GPM PSIG

TWZA150L8
 
Compressor 
Model
ZF49K5E

0 -17.8 86900 45.3 3.4
-5 -20.6 77600 36.0 2.2

-10 -23.3 68800 28.9 1.4
-15 -26.1 60500 23.6 1.0
-20 -28.9 53000 19.6 0.7
-25 -31.7 46200 16.6 0.5
-30 -34.4 40200 14.2 0.4
-35 -37.2 35200 12.4 0.3
-40 -40.0 31200 11.1 0.2

TWZA170L8
 
Compressor 
Model
ZF54K5E

0 -17.8 94200 60.0 5.8
-5 -20.6 83700 44.7 3.3

-10 -23.3 74200 34.5 2.0
-15 -26.1 65500 27.4 1.3
-20 -28.9 57700 22.4 0.9
-25 -31.7 50600 18.8 0.6
-30 -34.4 44200 16.0 0.5
-35 -37.2 38500 13.8 0.4
-40 -40.0 33400 12.0 0.3

table continues in next column ⭎
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Capacity Rating Conditions: Entering Water = 85°F (29.4°C), Condensing = 105°F (43.3°C), Subcooling = 6°F (3.3°C) 

SELECTION CAPACITY DATA - SCROLL MODELS TWZ - CONDENSING UNITS

  R407AR407A Low Temperature SCROLL Models

table continues in next column ⭎ table continues in next column ⭎
Above ratings are based on mean temperature. To convert to dew point ratings, use 0.95 multplier.
- Outside Operating Range     

Model
TWZA

Saturated 
Suction 

Temp.
Selection Capacity

° F ° C BTU/h GPM PSIG

TWZA008L8
 
Compressor 
Model
ZF03KAE

0 -17.8 5040 1.7 0.7
-5 -20.6 4470 1.5 0.6

-10 -23.3 3960 1.3 0.4
-15 -26.1 3520 1.2 0.3
-20 -28.9 3130 1.0 0.3
-25 -31.7 2780 1.0 0.2
-30 -34.4 2480 0.9 0.2
-35 -37.2 2200 0.8 0.2
-40 -40.0 1940 0.7 0.1

TWZA010L8
 
Compressor 
Model
ZF04KAE

0 -17.8 6990 2.9 2.4
-5 -20.6 6190 2.4 1.6

-10 -23.3 5450 2.0 1.1
-15 -26.1 4780 1.7 0.8
-20 -28.9 4180 1.5 0.6
-25 -31.7 3640 1.3 0.5
-30 -34.4 3170 1.2 0.4
-35 -37.2 2770 1.1 0.3
-40 -40.0 2430 1.0 0.2

TWZA015L8
 
Compressor 
Model
ZF05KAE

0 -17.8 8260 4.6 6.2
-5 -20.6 7340 3.6 3.8

-10 -23.3 6480 3.0 2.5
-15 -26.1 5700 2.5 1.7
-20 -28.9 4990 2.1 1.2
-25 -31.7 4350 1.8 0.9
-30 -34.4 3770 1.6 0.7
-35 -37.2 3270 1.4 0.5
-40 -40.0 2840 1.3 0.4

TWZA020L8
 
Compressor 
Model
ZF07KAE

0 -17.8 12600 4.7 3.1
-5 -20.6 11100 3.9 2.2

-10 -23.3 9850 3.3 1.6
-15 -26.1 8730 2.8 1.2
-20 -28.9 7730 2.5 1.0
-25 -31.7 6840 2.2 0.8
-30 -34.4 6040 2.0 0.6
-35 -37.2 5290 1.8 0.5
-40 -40.0 4580 1.6 0.4

TWZA025L8
 
Compressor 
Model
ZF08K4E

0 -17.8 14200 6.4 5.6
-5 -20.6 12700 5.2 3.8

-10 -23.3 11300 4.3 2.7
-15 -26.1 10000 3.6 1.9
-20 -28.9 8880 3.1 1.4
-25 -31.7 7850 2.6 1.1
-30 -34.4 6910 2.3 0.8
-35 -37.2 6060 2.0 0.6
-40 -40.0 5280 1.7 0.5

TWZA030L8
 
Compressor 
Model
ZF09K4E

0 -17.8 15900 8.5 9.5
-5 -20.6 14100 6.7 6.1

-10 -23.3 12600 5.4 4.1
-15 -26.1 11100 4.4 2.8
-20 -28.9 9850 3.7 2.0
-25 -31.7 8690 3.1 1.5
-30 -34.4 7650 2.7 1.1
-35 -37.2 6690 2.3 0.8
-40 -40.0 5810 2.0 0.6

TWZA035L8
 
Compressor 
Model
ZF11K4E

0 -17.8 19700 9.2 8.7
-5 -20.6 17500 7.3 5.7

-10 -23.3 15600 6.0 3.9
-15 -26.1 13800 5.0 2.7
-20 -28.9 12200 4.3 2.0
-25 -31.7 10800 3.7 1.5
-30 -34.4 9470 3.2 1.1
-35 -37.2 8280 2.7 0.9
-40 -40.0 7190 2.4 0.7

Model
TWZA

Saturated 
Suction 

Temp.
Selection Capacity

° F ° C BTU/h GPM PSIG

TWZA045L8
 
Compressor 
Model
ZF13K4E

0 -17.8 - - -
-5 -20.6 21200 12.0 14.6

-10 -23.3 18800 9.3 9.0
-15 -26.1 16600 7.4 5.8
-20 -28.9 14600 6.1 3.9
-25 -31.7 12900 5.0 2.8
-30 -34.4 11300 4.3 2.0
-35 -37.2 9860 3.6 1.5
-40 -40.0 8570 3.1 1.1

TWZA055L8
 
Compressor 
Model
ZF15K4E

0 -17.8 28600 8.2 2.5
-5 -20.6 25500 7.1 1.9

-10 -23.3 22700 6.2 1.5
-15 -26.1 20100 5.5 1.1
-20 -28.9 17800 4.8 0.9
-25 -31.7 15700 4.2 0.7
-30 -34.4 13800 3.7 0.6
-35 -37.2 12000 3.3 0.4
-40 -40.0 10400 2.9 0.3

TWZA060L8
 
Compressor 
Model
ZF18K4E

0 -17.8 34000 11.1 4.5
-5 -20.6 30200 9.4 3.2

-10 -23.3 26900 8.0 2.4
-15 -26.1 23800 6.9 1.8
-20 -28.9 21000 6.0 1.4
-25 -31.7 18500 5.2 1.1
-30 -34.4 16200 4.6 0.8
-35 -37.2 14200 4.0 0.6
-40 -40.0 12300 3.5 0.5

TWZA075L8
 
Compressor 
Model
ZF25K4E

0 -17.8 43000 19.2 12.9
-5 -20.6 38300 15.3 8.3

-10 -23.3 34000 12.4 5.6
-15 -26.1 30200 10.3 3.9
-20 -28.9 26700 8.7 2.8
-25 -31.7 23500 7.4 2.1
-30 -34.4 20700 6.4 1.6
-35 -37.2 18100 5.6 1.2
-40 -40.0 15700 4.9 0.9

TWZA085L8
 
Compressor 
Model
ZF28K4E

0 -17.8 50300 20.8 1.1
-5 -20.6 44700 17.1 0.8

-10 -23.3 39800 14.3 0.6
-15 -26.1 35200 12.2 0.4
-20 -28.9 31100 10.5 0.3
-25 -31.7 27400 9.1 0.2
-30 -34.4 24100 7.9 0.2
-35 -37.2 21000 6.9 0.1
-40 -40.0 18200 6.0 0.1

TWZA100L8
 
Compressor 
Model
ZF34K5E

0 -17.8 58000 27.5 1.9
-5 -20.6 51800 21.6 1.2

-10 -23.3 46100 17.5 0.8
-15 -26.1 40800 14.5 0.6
-20 -28.9 36000 12.2 0.4
-25 -31.7 31500 10.4 0.3
-30 -34.4 27500 8.9 0.2
-35 -37.2 23800 7.6 0.2
-40 -40.0 20400 6.5 0.1

TWZA130L8
 
Compressor 
Model
ZF41K5E

0 -17.8 71700 53.6 6.8
-5 -20.6 64000 39.1 3.7

-10 -23.3 57100 29.4 2.2
-15 -26.1 50700 22.9 1.3
-20 -28.9 44900 18.3 0.9
-25 -31.7 39500 15.0 0.6
-30 -34.4 34600 12.6 0.4
-35 -37.2 30100 10.7 0.3
-40 -40.0 26000 9.1 0.2

Model
TWZA

Saturated 
Suction 

Temp.
Selection Capacity

° F ° C BTU/h GPM PSIG

TWZA150L8
 
Compressor 
Model
ZF49K5E

0 -17.8 87200 43.0 3.1
-5 -20.6 77700 33.1 1.9

-10 -23.3 69000 26.2 1.2
-15 -26.1 61100 21.4 0.8
-20 -28.9 53800 17.8 0.6
-25 -31.7 47200 15.1 0.4
-30 -34.4 41200 12.9 0.3
-35 -37.2 35800 11.2 0.2
-40 -40.0 31000 9.7 0.2

TWZA170L8
 
Compressor 
Model
ZF54K5E

0 -17.8 95800 62.6 6.3
-5 -20.6 85400 46.9 3.6

-10 -23.3 75900 36.2 2.2
-15 -26.1 67300 28.7 1.4
-20 -28.9 59500 23.4 1.0
-25 -31.7 52400 19.5 0.7
-30 -34.4 46000 16.6 0.5
-35 -37.2 40300 14.3 0.4
-40 -40.0 35100 12.5 0.3
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ELECTRICAL DATA - SCROLL MODELS TWZ - CONDENSING UNITS

Model TWZA Compressor
Model No.

Power
Supply

Compressor Unit
RLA LRA MCA MOP

 TRZA007M8-I  S2A ZB06KAE-PFV 208-230/1/60 6.0 35.7 7.5 15
T3A ZB06KAE-TF5 208-230/3/60 4.8 37.8 6.0 15

TRZA008M8-I S2A ZB07KAE-PFV 208-230/1/60 6.3 48.0 7.9 15
T3A ZB07KAE-TF5 208-230/3/60 5.2 37.8 6.5 15

 TRZA009M8-I S2A ZB08KAE-PFV 208-230/1/60 8.0 47.2 10.0 15
T3A ZB08KAE-TF5 208-230/3/60 5.3 37.8 6.6 15

TRZA010M8-I 
S2A ZS09KAE-PFV 208-230/1/60 10.0 40.3 12.5 20
T3A ZS09KAE-TF5 208-230/3/60 8.0 55.4 10.0 15
T4A ZS09KAE-TFD 460/3/60 3.8 28 4.8 15

TRZA011M8-I 
S2A ZS11KAE-PFV 208-230/1/60 12.6 55 15.8 25
T3A ZS11KAE-TF5 208-230/3/60 10.4 58 13.0 20
T4A ZS11KAE-TFD 460/3/60 4.3 28 5.4 15

 TRZA015M8-I 

S2A ZS13KAE-PFV 208-230/1/60 12.0 56 15.0 25
T3A ZS13KAE-TF5 208-230/3/60 9.7 58 12.1 20
T4A ZS13KAE-TFD 460/3/60 4.8 29 6.0 15
T5A ZS13KAE-TFE 575/3/60 3.6 24.5 4.5 15

TRZA020M8-I 

 S2A ZS15KAE-PFV 208-230/1/60 15.7 68 19.6 35
 T3A ZS15KAE-TF5 208-230/3/60 10.6 58 13.3 20
 T4A ZS15KAE-TFD 460/3/60 5.4 29 6.8 15
 T5A ZS15KAE-TFE 575/3/60 3.9 24 4.9 15

TRZA025M8-I 

 S2A ZS19KAE-PFV 208-230/1/60 18.0 75 22.5 40
 T3A ZS19KAE-TF5 208-230/3/60 13.7 73 17.1 30
 T4A ZS19KAE-TFD 460/3/60 6.5 38 8.1 15
 T5A ZS19KAE-TFE 575/3/60 4.3 28 5.4 15

TRZA030M8-I 

 S2A ZS21KAE-PFV 208-230/1/60 23.2 112 29.0 50
 T3A ZS21KAE-TF5 208-230/3/60 15.2 93 19.0 30
 T4A ZS21KAE-TFD 460/3/60 6.9 48 8.6 15
 T5A ZS21KAE-TFE 575/3/60 5.8 33 7.3 15

TRZA035M8-I 

 S2A ZS26KAE-PFV 208-230/1/60 23.6 104 29.5 50
 T3A ZS26KAE-TF5 208-230/3/60 15.5 93 19.4 30
 T4A ZS26KAE-TFD 460/3/60 6.9 48 8.6 15
 T5A ZS26KAE-TFE 575/3/60 6.4 38 8.0 15

TRZA040M8-I 

 S2A ZS29KAE-PFV 208-230/1/60 26.1 137 32.6 50
 T3A ZS29KAE-TF5 208-230/3/60 20.5 114 25.6 45
 T4A ZS29KAE-TFD 460/3/60 9.4 58 11.8 20
 T5A ZS29KAE-TFE 575/3/60 5.8 43 7.3 15

TRZA045M8-I 

 S2A ZS33KAE-PFV 208-230/1/60 25.6 146 32.0 50
 T3A ZS33KAE-TF5 208-230/3/60 22.3 114 27.9 50
 T4A ZS33KAE-TFD 460/3/60 10.0 52 12.5 20
 T5A ZS33KAE-TFE 575/3/60 6.9 39.5 8.6 15

TRZA050M8-I 

 S2A ZB38KCE-PFV 208-230/1/60 31.1 175 38.9 60
 T3A ZB38KCE-TF5 208-230/3/60 22.1 128 27.6 45
 T4A ZB38KCE-TFD 460/3/60 9.6 63 12.0 20
 T5A ZB38KCE-TFE 575/3/60 7.1 50 8.9 15

TRZA060M8-I 
 T3A ZB45KCE-TF5 208-230/3/60 22.5 156 28.1 50
 T4A ZB45KCE-TFD 460/3/60 11.5 75 14.4 25
 T5A ZB45KCE-TFE 575/3/60 7.9 54 9.9 15

TRZA061M8-I 
 T3A ZB48KCE-TF5 208-230/3/60 25.4 164 31.8 50
 T4A ZB48KCE-TFD 460/3/60 13.6 100 17.0 30
 T5A ZB48KCE-TFE 575/3/60 10.1 78 12.6 20

 TRZA070M8-I 
 T3A ZB57KCE-TF5 208-230/3/60 35.5 224 44.4 70
 T4A ZB57KCE-TFD 460/3/60 15.2 99 19.0 30
 T5A ZB57KCE-TFE 575/3/60 11.6 82.4 14.5 25

 
TRZA076M8-I 

 

 T3A ZB66K5E-TFC 208-230/3/60 39.3 225 49.1 80
 T4A ZB66K5E-TFD 460/3/60 17.3 114 21.6 35
 T5A ZB66K5E-TFE 575/3/60 14.3 80 17.9 30

TRZA085M8-I 
 T3A ZB76K5E-TFC 208-230/3/60 43.0 239 53.8 90
 T4A ZB76K5E-TFD 460/3/60 20.7 125 25.9 45
 T5A ZB76K5E-TFE 575/3/60 14.6 80 18.3 30

TRZA110M8-I 
 T3A ZB95K5E-TWC 208-230/3/60 52.9 298 66.1 110
 T4A ZB95K5E-TFD 460/3/60 25.0 150 31.3 50
 T5A ZB95K5E-TFE 575/3/60 20.8 123 26.0 45

TRZA150M8-I 
 T3A ZB114K5E-TWC 208-230/3/60 63.0 321 78.8 125
 T4A ZB114K5E-TFD 460/3/60 27.9 179 34.9 60
 T5A ZB114K5E-TFE 575/3/60 21.0 145 26.3 45

SCROLL Models

Model TWZA Compressor
Model No.

Power
Supply

Compressor Unit
RLA LRA MCA MOP

TRZA008L8-I S2A ZF03KAE-PFV 208-230/1/60 6.1 42.3 7.6 15
T3A ZF03KAE-TF5 208-230/3/60 4.1 31.7 5.1 15

TRZA010L8-I S2A ZF04KAE-PFV 208-230/1/60 7.4 40 9.3 15
T3A ZF04KAE-TF5 208-230/3/60 6.6 55 8.3 15

 TRZA015L8-I S2A ZF05KAE-PFV 208-230/1/60 8.7 55 10.9 15
T3A ZF05KAE-TF5 208-230/3/60 7.4 58 9.3 15

TRZA020L8-I  S2A ZF07KAE-PFV 208-230/1/60 13.9 75 17.4 30
 T3A ZF07KAE-TF5 208-230/3/60 8.6 58 10.8 15

TRZA025L8-I 
 S2A ZF08K4E-PFV 208-230/1/60 16.4 73 20.5 35
 T3A ZF08K4E-TF5 208-230/3/60 9.6 63 12.0 20
 T4A ZF08K4E-TFD 460/3/60 5.0 31 6.3 15

TRZA030L8-I 

 S2A ZF09K4E-PFV 208-230/1/60 15.4 88 19.3 30
 T3A ZF09K4E-TF5 208-230/3/60 10.0 77 12.5 20
 T4A ZF09K4E-TFD 460/3/60 5.0 39 6.3 15
 T5A ZF09K4E-TFE 575/3/60 4.3 31 5.4 15

TRZA035L8-I 

 S2A ZF11K4E-PFV 208-230/1/60 18.9 109 23.6 40
 T3A ZF11K4E-TF5 208-230/3/60 12.7 88 15.9 25
 T4A ZF11K4E-TFD 460/3/60 6.4 44 8.0 15
 T5A ZF11K4E-TFE 575/3/60 4.6 34 5.8 15

TRZA045L8-I 

 S2A ZF13K4E-PFV 208-230/1/60 25.0 129 31.3 50
 T3A ZF13K4E-TF5 208-230/3/60 15.0 99 18.8 30
 T4A ZF13K4E-TFD 460/3/60 7.1 49.5 8.9 15
 T5A ZF13K4E-TFE 575/3/60 7.1 40 8.9 15

TRZA055L8-I 

 S2A ZF15K4E-PFV 208-230/1/60 27.9 169 34.9 60
 T3A ZF15K4E-TF5 208-230/3/60 18.9 123 23.6 40
 T4A ZF15K4E-TFD 460/3/60 8.9 62 11.1 20
 T5A ZF15K4E-TFE 575/3/60 6.4 50 8.0 15

TRZA060L8-I 
 T3A ZF18K4E-TF5 208-230/3/60 21.8 156 27.3 45
 T4A ZF18K4E-TFD 460/3/60 9.3 75 11.6 20
 T5A ZF18K4E-TFE 575/3/60 7.9 54 9.9 15

 
TRZA075L8-I 

 

 T3A ZF25K4E-TF5 208-230/3/60 26.7 224 33.4 60
 T4A ZF25K4E-TFD 460/3/60 11.9 99 14.9 25
 T5A ZF25K4E-TFE 575/3/60 9.1 82.4 11.4 20

TRZA085L8-I 
 T3A ZF28K4E-TFC 208-230/3/60 30.4 199 38.0 60
 T4A ZF28K4E-TFD 460/3/60 14.4 121 18.0 30
 T5A ZF28K4E-TFE 575/3/60 11.4 68.9 14.3 25

TRZA100L8-I 
 T3A ZF34K5E-TFC 208-230/3/60 37.1 239 46.4 80
 T4A ZF34K5E-TFD 460/3/60 17.9 125 22.4 40
 T5A ZF34K5E-TFE 575/3/60 14.3 100 17.9 30

TRZA130L8-I 
 T3A ZF41K5E-TFC 208-230/3/60 42.1 248 52.6 90
 T4A ZF41K5E-TFD 460/3/60 19.3 125 24.1 40
 T5A ZF41K5E-TFE 575/3/60 15.6 100 19.5 35

TRZA150L8-I 
 T3A ZF49K5E-TFC 208-230/3/60 50.7 339 63.4 110
 T4A ZF49K5E-TFD 460/3/60 20.2 139 25.3 45
 T5A ZF49K5E-TFE 575/3/60 18.2 123 22.8 40

TRZA170L8-I 
 T3A ZF54K5E-TFC 208-230/3/60 58.7 423 73.4 125
 T4A ZF54K5E-TFD 460/3/60 28.6 185 35.8 60
 T5A ZF54K5E-TFE 575/3/60 22.9 145 28.6 50
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DIMENSIONAL DATA - SCROLL MODELS TWZ - CONDENSING UNITS

Model

TWZA

OVERALL MOUNTING CENTERS

L1 W1 H L2 W2

Inches mm Inches mm Inches mm Inches mm Inches mm
TWZA007M8 40 1026 34 851 38 965 14    356   5 1/2 140
TWZA008M8 40 1026 34 851 38 965 14    356   5 1/2 140
TWZA009M8 45 1133 34 851 39 980 18    457 13    330
TWZA010M8 45 1133 34 851 39 980 18    457 13    330
TWZA011M8 45 1133 34 851 39 980 18    457 13    330
TWZA015M8 45 1133 34 851 39 980 18    457 13    330
TWZA020M8 42 1074 35 881 41 1036 18    457 13    330
TWZA025M8 42 1074 35 881 41 1036 18    457 13    330
TWZA030M8 49 1247 34 856 47 1189 25    635 13    330
TWZA035M8 49 1247 34 856 47 1189 25    635 13    330
TWZA040M8 49 1247 34 856 47 1189 25    635 13    330
TWZA045M8 49 1247 34 856 47 1189 25    635 13    330
TWZA050M8 49 1247 34 856 47 1189 25    635 13    330
TWZA060M8 53 1349 34 856 48 1227 25    635 13    330
TWZA061M8 53 1349 34 856 48 1227 25    635 13    330
TWZA070M8 53 1349 34 856 48 1227 25    635 13    330
TWZA076M8 57 1438 34 856 48 1227 38    965 13    330
TWZA085M8 57 1438 34 856 48 1227 38    965 13    330
TWZA110M8 60 1524 35 889 51 1298 38    965 15 1/2 394
TWZA150M8 60 1524 35 889 51 1298 38    965 15 1/2 394
TWZA008L8 40 1026 34 851 38 965 14    356   5 1/2 140
TWZA010L8 40 1026 34 851 38 965 14    356   5 1/2 140
TWZA015L8 40 1026 34 851 38 965 14    356   5 1/2 140
TWZA020L8 45 1133 34 851 39 978 18    457 13    330
TWZA025L8 45 1133 34 851 39 978 18    457 13    330
TWZA030L8 45 1133 34 851 39 978 18    457 13    330
TWZA035L8 42 1072 34 859 41 1036 18    457 13    330
TWZA045L8 42 1072 34 859 41 1036 18    457 13    330
TWZA055L8 49 1247 34 859 47 1189 25    635 13    330
TWZA060L8 49 1247 34 859 47 1189 25    635 13    330
TWZA075L8 49 1247 34 859 47 1189 25    635 13    330
TWZA085L8 53 1349 34 856 48 1227 25    635 13    330
TWZA100L8 53 1349 34 856 48 1227 25    635 13    330
TWZA130L8 53 1349 34 856 48 1227 25    635 13    330
TWZA150L8 57 1438 34 856 48 1227 38    965 13    330
TWZA170L8 57 1438 34 856 48 1227 38    965 13    330
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SIDE VIEW

FRONT VIEW

DIMENSIONAL DATA - SCROLL MODELS TWZ - CONDENSING UNITS
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Model

TWZA

Unit Connections R404A
Receiver Capacity

90% Full *

Approx. 
Shipping WeightWater Connection Suction Line Valve Liquid Line Valve

Inches mm Inches mm Inches mm Lbs. Kgs Lbs. Kgs

TWZA007M8  3/4 19  5/8 16  3/8 10 22 10 243 110
TWZA008M8  3/4 19  5/8 16  3/8 10 22 10 243 110
TWZA009M8  3/4 19  5/8 16  3/8 10 30 14 271 123
TWZA010M8  3/4 19  5/8 16  3/8 10 30 14 275 125
TWZA011M8  3/4 19  5/8 16  3/8 10 30 14 275 125
TWZA015M8  3/4 19  7/8 22  3/8 10 30 14 275 125
TWZA020M8 1 1/4 32  7/8 22  1/2 13 51 23 319 145
TWZA025M8 1 1/4 32  7/8 22  1/2 13 51 23 320 145
TWZA030M8 1 1/4 32  7/8 22  5/8 16 59 27 375 170
TWZA035M8 1 1/4 32  7/8 22  5/8 16 59 27 375 170
TWZA040M8 1 1/4 32 1 1/8 29  5/8 16 59 27 378 171
TWZA045M8 1 1/4 32 1 1/8 29  5/8 16 59 27 382 173
TWZA050M8 1 1/4 32 1 1/8 29  5/8 16 59 27 396 180
TWZA060M8 1 1/4 32 1 1/8 29  5/8 16 109 49 414 188
TWZA061M8 1 1/4 32 1 1/8 29  5/8 16 109 49 414 188
TWZA070M8 1 1/4 32 1 3/8 35  5/8 16 109 49 414 188
TWZA076M8 1 1/4 32 1 3/8 35  7/8 22 123 56 607 275
TWZA085M8 1 1/4 32 1 3/8 35  7/8 22 123 56 610 277
TWZA110M8 1 1/2 38 1 3/8 35 1 1/8 29 173 78 704 319
TWZA150M8 1 1/2 38 1 5/8 41 1 1/8 29 173 78 704 319
TWZA008L8  3/4 19  5/8 16  3/8 10 22 10 250 113
TWZA010L8  3/4 19  5/8 16  3/8 10 22 10 250 113
TWZA015L8  3/4 19  5/8 16  3/8 10 22 10 250 113
TWZA020L8  3/4 19  7/8 22  1/2 13 30 14 322 146
TWZA025L8  3/4 19  7/8 22  1/2 13 30 14 332 151
TWZA030L8  3/4 19  7/8 22  1/2 13 30 14 332 151
TWZA035L8 1 1/4 32  7/8 22  1/2 13 51 23 329 149
TWZA045L8 1 1/4 32 1 1/8 29  1/2 13 51 23 350 159
TWZA055L8 1 1/4 32 1 1/8 29  1/2 13 59 27 413 187
TWZA060L8 1 1/4 32 1 1/8 29  1/2 13 59 27 420 191
TWZA075L8 1 1/4 32 1 3/8 35  1/2 13 59 27 420 191
TWZA085L8 1 1/4 32 1 3/8 35  7/8 22 109 49 443 201
TWZA100L8 1 1/4 32 1 3/8 35  7/8 22 109 49 487 221
TWZA130L8 1 1/4 32 1 3/8 35  7/8 22 109 49 487 221
TWZA150L8 1 1/4 32 1 5/8 41 1 1/8 29 123 56 640 290
TWZA170L8 1 1/4 32 1 5/8 41 1 1/8 29 123 56 640 290

* NOTE ON ALTERNATE REFRIGERANTS:
* PUBLISHED RECEIVER CAPACITY IS BASED ON R404A  ON MODELS USING “8” AS REFRIGERANT CODE.  

FOR ALTERNATE REFRIGERANTS, MULTIPLY R404A  VALUE BY THE APPROPRIATE VALUE BELOW:

R407AR407A R407C R448AR448A  R449AR449A   R507 R22
1.10 1.10 1.06 1.06 1.00 1.15

SPECIFICATIONS - SCROLL MODELS TWZ - CONDENSING UNITS
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TYPICAL SYSTEM WIRING DIAGRAM
208-230/1/60 Unit 

with Low Profile Electric Defrost Evaporator

208-230/1/60 Unit with Low Profile Electric Defrost Evaporator

WIRING DIAGRAMS- SCROLL MODELS TWZ - CONDENSING UNITS
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208-230/3/60 Unit with Medium Profile Air Defrost Evaporator

WIRING DIAGRAMS- SCROLL MODELS TWZ - CONDENSING UNITS



T40-TWZ-PDS 29/07/22- 17 -

460/3/60 or 575/3/60 Unit with High Profile Electric Defrost Evaporator

WIRING DIAGRAMS- SCROLL MODELS TWZ - CONDENSING UNITS
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NOTES TWZ - CONDENSING UNITS
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System

Model Number Date of Start-Up

Serial Number Service Contractor

Refrigerant Phone

Electrical Supply E-mail

PROJECT INFORMATION TWZ - CONDENSING UNITS



web: www.t-rp.com/tw
email: rcu-wccu@t-rp.com

call: 1-844-893-3222 x523

email: troubleshooting@t-rp.com
call: 1-844-893-3222 x529

web: www.t-rp.com/parts 
email: parts@t-rp.com

call: 1-844-893-3222 x504

email: orders@t-rp.com
call: 1-844-893-3222 x501

email: shipping@t-rp.com
call: 1-844-893-3222 x503

web: www.t-rp.com/warranty 
email: warranty@t-rp.com
call: 1-844-893-3222 x507

PRODUCT SUPPORT RESOURCES

Due to the manufacturer’s policy of continuous product improvement, we reserve the right to make changes without notice.

Trenton Refrigeration 
Brantford, ON • Longview, TX 
1-800-463-9517   info@t-rp.com   www.t-rp.com     

WZ - CONDENSING UNITS
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